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• Combination fog and straight stream  

• Hardcoat anodized aluminum construction

• Multi pattern detents

• Ergonomic design pistol grip

HN-FP10366        Revised: 09/05/18

Call Potter Roemer - Fire Pro for current listings 
and approvals. Dimensions are subject to 
manufacture’s tolerance and may change without 
notice. Potter Roemer - Fire Pro assumes no 
responsibility for use of void or superceded data. 
Please visit potterroemer.com for most current 
specifications

M e m b e r o f M o r r i s G r o u p I n t e r n a t i o n a l ™

SPECIFICATIONS

REGULARLY FURNISHED

Potter Roemer/ Fire Pro® Selectable Gallonage 
nozzles are combination pattern nozzles with multiple 
flow settings. The unique stainless steel teeth provide 
a wide range of patterns from straight stream to full 
fog.

FP10366, FP10367 & FP10369
HANDLINE NOZZLES

MODEL  
 

INLET  
In (mm)  

GPM 
 (lpm) 

LENGTH

 

In (mm)  

 
30, 60, 95, 125 

 (114, 227, 360, 473) (38)
 

(229)
FP10366 1-1/2” 9”

 
 

  

 
 

FP10366 (Shown)

  

 
  

WEIGHT
Lbs (kg)

 (1.8)
4

  (2.6)
5-3/4

  (38)
FP10367 1-1/2”

 (260)
10-1/4”

 

 
95, 125, 150, 200 

(360, 473, 568, 757) (2.6)
5-3/4

  (38)
1-1/2”

 (260)
10-1/4”

 

 
30, 60, 95, 125, 150, 200 

(114, 227, 360, 473, 568, 757) (2.6)
5-3/4

  (38)
FP10369 1-1/2”

 (260)
10-1/4”

Also in:
New York (800) 526-4592
Chicago (800) 547-3473
Atlanta (800) 762-0542
Miami (866) 961-3473
Dallas (866) 644-3473

Headquarters: 
P.O. Box 3527
City of Industry, CA 
91744 U.S.A. 
Los Angeles Area 
800-366-3473 
626-855-4890 www.potterroemer.com

WARNING: Cancer and Reproductive Harm - www.P65Warnings.ca.gov
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