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DESCRIPTION
•  Fits most cap style hats
•  Visor mounting points are designed to fit most 

universal hole patterns
•  Rubber tension cord is designed to prevent 

slipage and damage to the hard hat
•  Meets ANSI Z87.1-2015 Requirements

TECHNICAL DATA
BRACKET
MATERIAL Polypropylene

MOUNTING TYPE Rubber Cord

SAFETY STANDARDS
ANSI Z87.1-2015 Yes

PACKAGING
PACKAGING 1 per polybag, 10 per bag, 60 per case

CASE SIZE 44cm x 29cm x 48cm 
17.32" x 11.41" x 18.89"

CASE WEIGHT 26.45 lbs / 12 kg

SINGLE WEIGHT 74.7 g / 2.63 oz

COUNTRY OF ORIGIN Malaysia

ITEM NUMBERS & BARCODES
ITEM # FIT MATERIAL EACH BOX CASE

251-01-5230 Cap Style Polypropylene 616314250385 01616314250384 02616314250383

MEETS ANSI 
Z87.1

UPC BARCODES

HARD HAT BRACKET

PLASTIC FACE SHIELD BRACKET FOR CAP STYLE HARD HATS

DIELECTRIC HARD HAT BRACKET PROVIDES A 
LIGHTWEIGHT SOLUTION FOR FACE SHIELD MOUNTING.

Shield is not included.
Always wear approved eye protection in conjunction with face protection products.


